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(54) HTML generator 

(57) Automatic generation of HTML files based on 
bitmap image data, which faithfully preserves layout 
information of an original document from which the bit- 
map data was obtained. Generally, multi-column docu- 
ment layouts result in automatic generation of HTML 
files that use HTML "table tags" to display each of the 
different columns. More particularly, a bitmap image is 
obtained such as by scanning or retrieval of a pre-exist- 
ing image, and the bitmap image is segmented into 
blocks. The location of each block is determined, each 
block is analyzed in preparation for insertion of appro- 
priate data into an HTML file, and layout analysis is per- 
formed to identify layout relationships between the 
blocks based on the relative locations of the blocks in 
the bitmap image. Based on the layout relationships, a 
block type is determined for each block, column span 
and row span data for each block is determined, blocks 
are re-ordered if needed, and an HTML file is generated 
in which blocks are tagged as data elements in a row of 
an HTML "table tag" based on block type and based on 
column and row span information for the block. 
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Description 

The present invention concerns generating an HTML file based on an input bitmap image, and is particularly 
directed to automatic generation of an HTML file, based on a scanned-in document image, with the HTML file in turn 

5 being used to generate a Web page that accurately reproduces the layout of the original input bitmap image. 

In recent years, the popularity of the internet has grown dramatically. One reason for such growth has been the 
widespread adoption of HTML (HyperText Markup Language), which is a language for describing document appear- 
ance, document layout and hyperlink specifications. It defines the syntax that describe the structure and the content of 
a document including text, images, and other supported media. The language also provides connections among docu- 

10 ments and other Internet resources through hypertext links and other hyperlinks. Using HTML, a Web page can be cre- 
ated which contains, in addition to bitmap images, graphic images, and text of various styles and sizes, hyperlinks which 
permit a viewer of the Web page to easily jump to another point within the page or to a completely different Web page, 
even one that is provided by a different server. 

Once an HTML file is made available on the World Wide Web via a server, any client connected to the World Wide 

75 Web can access the page merely by typing the page address in the appropriate field of his browser. After the address 
has been entered, the browser requests the server to send the HTML file, which can contain text, references to graphic 
and bitmap image files, and formatting and hyperlink information for the entire page. Upon receipt of the HTML file, the 
browser automatically requests the graphic and bitmap image files referenced in the HTML file from the identified 
source. 

20 To display the HTML file and the downloaded image files, the browser relies on HTML commands embedded in the 
HTML file. These commands are referred to as "tags". The tags indicate features or elements of a page and cause the 
browser to perform various functions, such as a particular type of formatting. HTML tags can be identified in HTML files 
by their syntax. That is, the tags are surrounded by left and right angle brackets, such as " <P >". In this case, " C indicates 
the start of the HTML tag, "P" is the tag itself (here a tag indicating a new text paragraph), and ">" indicates the end of 

25 the tag. Often, tags come in pairs so as to indicate the start and end of a special function. The beginning tag initiates a 
feature (such as heading, bold, and so on), and the ending tag turns it off. Ending tags typically consist of the initiating 
tag name preceded by a forward slash (/). For example, (strong >and </strong>, surrounding text, will display the sur- 
rounded text more strongly that other text. Any additional words in a tag are attributes, sometimes with an associated 
value after an equal sign (=), which further define or modify the tag's actions. 

30 HTML 3.0 is presently the de-facto World Wide Web standard that defines permissible tags and nesting of tags. 
Approximately 100 different tags are permitted and defined. 

Because of the complexity of HTML 3.0, as well as its cumbersome usage requirements, considerable effort is 
expended by the Web designer when authoring visually appealing and useful Web pages. For example, assume that 
an organization had good existing written marketing materials which it wanted to reproduce identically on a Web page. 

35 Even this seemingly simple task has typically required that a specialist spend a significant amount of time authoring 
HTML instructions by hand in an attempt to reproduce the layout and appearance of the written materials. 

Several systems have been proposed that would automate this job of authoring HTML files from written documents. 
Xerox Text Bridge Pro and Caere Omni Page Pro are examples of systems which scan in written documents and gen- 
erate HTML files based on the scanned-in document image. Where these systems fail is in producing HTML files that 

40 accurately represent the layout, tables and images of the original written document. In particular, a major problem has 
been automatically generating HTML instructions for the case where the written document is arranged in columns, or, 
more generally, when regions in the original document are horizontally adjacent. The term "horizontally adjacent," when 
used with respect to two image blocks, means a situation where the vertical extent of the two blocks overlap, or, equiv- 
alent^, where a horizontal line can be found which will intersect both blocks. Similarly, the term "vertically adjacent," 

45 when used with respect to two image blocks, means a situation where the horizontal extent of the two blocks overlap, 
or, equivalent^, where a vertical line can be found which will intersect both blocks. 

A typical example of the problems associated with such systems is illustrated by reference to Figures 1 and 2. Fig- 
ure 1 depicts an original printed document 10 to be converted into HTML format. As shown in Figure 1 , the original doc- 
ument, has, among other features: title 1 in the upper left corner, subtitle 2 in the upper right corner, text columns 4, 5 

so and 6, picture 7 in the lower left corner, and footer 9 in the lower right corner. 

Figure 2 illustrates how a Web page 20 would be displayed on display 23 by a Web browser based on the HTML 
file generated by an existing system for converting bitmap images into HTML. Elements in Figure 2 corresponding to 
those in Figure 1 are numbered similarly to those in Figure 1. Thus, after processing by the existing system, title 1 is 
reproduced as title 11. However, subtitle 2, rather than being reproduced in the upper right corner, is instead repro- 

55 duced as element 12 in the upper left corner, just below title 1 1 . Similarly, the entire text column structure of the original 
document has been eliminated, and picture 17, rather than being in the lower left corner, occupies the entire width of 
the page and is interposed between lines of text. Finally, footer 19 is reproduced in the lower left corner, instead of the 
lower right corner. 
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The above comparison shows the complete failure of commercially available systems to capture many layout and 
stylistic elements of the original document. Other known available systems also too frequently miss important layout 
features. Accordingly, the problems caused by the complex and cumbersome nature of HTML are not adequately 
addressed by commercially available systems. 
5 It is therefore an objective of the present invention to address the foregoing problems by providing a means by 

which an HTML file can be automatically generated based on a bitmap image, which HTML file can be used to display 
a Web page which preserves layout information of the original bitmap image. In particular, according to the invention, 
multi-column layouts are faithfully preserved by automatic generation of HTML files that use HTML "table tags" to dis- 
play columns. 

10 According to one aspect of the invention, an HTML file is generated based on a bitmap image by obtaining two hor- 
izontally adjacent blocks in separate vertical columns of the bitmap image, and then generating an HTML file in which 
the blocks are placed inside table cells by being tagged as data elements in a row of an HTML tagged table. 

According to another aspect of the invention, an HTML file is generated based on a bitmap image. The bitmap 
image is first segmented to obtain image blocks. It is then determined where in the bitmap image each of the blocks is 

15 located. Next, positional relationships between the blocks are identified based on their relative locations. Finally, an 
HTML file is generated. In the HTML file, the blocks are tagged as data elements in an HTML tagged table, the tags 
being determined in accordance with the identified positional relationships. 

This brief summary has been provided so that the nature of the invention may be understood quickly. A more com- 
plete understanding of the invention can be obtained by reference to the following detailed description of the preferred 

20 embodiments thereof in connection with the attached drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Figure 1 depicts an original printed document. 
25 Figure 2 depicts an HTML page displayed by a Web browser based on an HTML file generated by a commercially 
available system. 

Figure 3 is a perspective view showing the outward appearance of a workstation. 
Figure 4 is a block diagram of the workstation depicted in Figure 3. 

Figure 5 is a flow diagram illustrating a method for generating an HTML file based on a bitmap image. 
30 Figure 6 is a diagram illustrating output of block selection analysis performed on the printed document of Figure 1 

Figure 7 is a view for explaining data output by block segmentation analysis. Figure 8 is a view for explaining output 
of block analysis. Figure 9 is a flow diagram for explaining layout analysis and generation of layout data based on block 
analysis. 

Figures 10A-1 through 10A-14 are views for explaining iterative processing of layout analysis on the blocks 
35 depicted in Figure 6. Figures 10B-1 through 10B-14 are views for explaining generation of layout data for each corre- 
sponding iteration of Figures 10A-1 through 10A-14. 

Figure 1 1 A is a flow diagram illustrating identification of block type according to the present invention. 
Figure 1 1 B illustrates two cases where block reordering is required. 
Figure 12 is a view for explaining output of block type determination based on layout data. 
40 Figures 13A-13D are flow diagrams illustrating the generation of HTML instructions for each block in a bitmap 
image. 

Figure 14 is a view showing an HTML page displayed by a Web browser based on an HTML document automati- 
cally generated in accordance with the invention. 

45 DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

Figure 3 is a view showing the outward appearance of a computer workstation for implementing the present inven- 
tion. Shown in Figure 3 is a workstation 30, such as a Macintosh or an IBM PC or PC-compatible computer having a 
windowing environment, such as Microsoft Windows. Provided with the workstation 30 is a display screen 31 , such as 
so a color monitor, a keyboard 32 for entering user commands, and a pointing device 34, such as a mouse, for pointing to 
and for manipulating objects displayed on the screen 31. The workstation 30 includes a mass storage device such as 
a computer disk 35 for storing data files. A scanner 37 is provided for generating a bitmap image from an input printed 
document. 

Figure 4 is a detailed block diagram showing the internal construction of the workstation 30. As shown in Figure 4, 
55 the workstation 30 includes a central processing unit (CPU) 41 interfaced with a computer bus 42. Also interfaced with 
the computer bus 42 is a scanner interface 44, a display interface 45, a keyboard interface 46, a mouse interface 47, a 
main memory 49, and a fixed disk 35. Disk 35 stores a windowing operating system, such as Microsoft Windows, vari- 
ous Windows applications, an HTML Conversion Program for generating an HTML file based on a bitmap image 
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according to the present invention, previously scanned bitmap images, previously generated HTML files, and a Web 
browser for displaying HTML files. The main memory 49 interfaces with the computer bus 42 so as to provide random 
access memory storage for use by the CPU 41 while executing stored process steps such as those of the HTML Con- 
version Program. More specifically, the CPU 41 loads those process steps from the disk 35 into the main memory 49 
5 and executes those stored process steps out of the main memory 49. 

[Generation of HTML] 

Figure 5 is a flow diagram comprised of process steps stored on disk 35 for generating an HTML file based on a 
10 bitmap image according to the present invention. Briefly, according to Figure 5, a bitmap image is obtained, such as by 
scanning or retrieval, and segmented into blocks. The location of each block is determined, each block is analyzed in 
preparation for insertion into an HTML file, and layout analysis is performed to identify layout relationships between the 
blocks based on the relative locations in the bitmap image. Based on the layout relationships, a block type is determined 
for each block, column span and row span for each block is determined, blocks are reordered if needed, and an HTML 
15 file is generated based on block type and column and row span information for the blocks. 

[Obtaining A Bitmap image] 

More particularly, in step S501 a bitmap image is obtained. Typically, this is accomplished by scanning a printed 
20 document using scanner 37. However, the bitmap image may also be retrieved from a file stored on disk 35 or in any 
other manner. 

[Block Identification and Segmentation] 

25 Step S502 comprises process steps by which blocks in the image data are automatically detected and their loca- 
tions with respect to the image are automatically identified. A "block" is a logically-related group of image data, such as 
a region of consecutive paragraphs of text image data, a region comprising title image data, or regions comprising non- 
text image data such as graphical image data, line drawing image data, picture data, or tabular image data. Preferably, 
in addition to automatic detection and identification of blocks and their locations, block segmentation according to step 

30 S502 also generates hierarchical tree data by which the logical relationship of each block with respect to other blocks 
is identified. For example, text image data is often found within non-text image data, such as in the case of text labels 
within a line-art graphic. In such a situation, the text labels would be identified in the hierarchical tree as a child node of 
the parent block that contains the graphic. Hierarchical Tree data such as this is useful in subsequent processing steps 
so as to determine the relationship of each of the blocks. 

35 Suitable block segmentation techniques are described in the literature, and also in co-pending patent application 
serial number 07/873,012 filed April 24, 1992 and entitled "Method And Apparatus For Character Recognition"; and co- 
pending patent application serial number 08/338,781 filed November 10, 1994 entitled "Page Analysis System." The 
contents of these two patent applications are incorporated herein by reference as if set forth in full. Generally speaking, 
such block segmentation techniques work by analyzing individual pixel data within the image so as to identify connected 

40 components of the image, analyzing the connected components so as to determine whether a connected component 
is a text connected component or a non-text connected component, and thereafter grouping the connected components 
into blocks. The text and non-text blocks are then analyzed so as to determine attributes of each block. For example, in 
the case of text blocks, the blocks are analyzed to determine whether they are titles, plain text, captions to figures, and 
the like. In the case of non-text blocks, the blocks are analyzed to determine whether they are line-art images, half tone 

45 images, color images, tabularly arranged data, and the like. At the same time, a hierarchical tree is generated showing, 
through parent-child nodal relationships, the relationships of the text and non-text blocks within the image data. 

Figure 6 is an illustration of the results of block segmentation according to step S502. As shown in Figure 6, and 
with respect to original image data illustrated in Figure 1 , a first block 51 (BLK1) corresponds to the first line of title data 
of Figure 1 . Likewise, a second block 52 (BLK2) corresponds to the second line of title-data of Figure 1 . A fifth block 55 

so (BLK5) corresponds to the first line of the subtitle. An eighth block 58 (BLK8) corresponds to the large "S" in the article's 
caption, whereas a ninth block 59 (BLK9) corresponds to the remainder of the text in the article's caption. Blocks 53 
(BLK10, BLK1 1 , BLK14 and BLK15) correspond to text in the article itself. Block 54 (BLK12) corresponds to the half- 
tone image in the article whereas block 56 (BLK13) corresponds to the textual caption for that image. Other blocks 
shown in Figure 6 have meanings that can readily be appreciated from the foregoing. 

55 Figure 7 is a view for explaining data that is stored for each block, including attribute data and hierarchical tree 
structure data. Specifically, and as shown in Figure 7, for each block, block data 150 is stored, and includes at least 
block number identification 1 51 , coordinate information 1 52 (such as upper-left and lower-right coordinates of a circum- 
scribing rectangle for the block), attribute data 1 53 which stores whether the block is text or non-text, together with any 
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other attributes determined during block segmentation, and hierarchical tree structure 154 which includes pointers to 
parent and child nodes tor the block. 

Summarizing, at the end of block segmentation in step S502, image data has been analyzed so as to automatically 
detect blocks of logically-related image data and to automatically identify locations of those blocks. In addition, hierar- 
5 chical tree structure showing the logical relation from one block to another has been stored for each such block. 

[Block Analysis] 

Block analysis in step S504 comprises process steps by which each of the blocks identified in step S502 is ana- 
10 lyzed so as to determine whether it is a block that affects document layout, and, if so, to extract needed information for 
HTML generation. 

Specifically, for each block identified in step S502. block analysis according to step S504 determines whether the 
block affects document layout by inspecting the hierarchical tree to determine whether the block is a text block that is 
not a child of a non-text block. The purpose of this test is to eliminate from further processing any text block that is within 

75 a non-text block, inasmuch as such a text block does not affect document layout. For example, a textual label within a 
line-art graphic does not affect document layout; rather, it is the histogram that affects document layout. Accordingly, by 
inspecting the hierarchical tree generated in step S502, it is possible to distinguish between blocks that affect document 
layout from blocks that do not affect document layout. 

On the other hand, non-text blocks, such as line-art drawings, half-tone images and tabular data, presumptively 

20 affect document layout and are therefore targeted for further analysis in step S504. 

In the context of the Figure 6 example, it will be appreciated that all blocks shown there affect document layout. 
Accordingly, no blocks are eliminated from further processing. This would not be the case, for example, in the situation 
where a document image included textual data within an image or a table. In those situations, the block containing such 
textual data would be eliminated from further processing, since such a text block does not affect document layout but 

25 rather the image block affects document layout. 

All blocks so identified as affecting document layout are thereafter processed in accordance with image attributes 
153 in preparation for HTML generation. Specifically, if image attribute 153 identifies the block as non-text data such as 
a half-tone image, then block analysis in step S504 generates a suitable image file for the image. Preferably, the image 
file is stored in a commonly used Web browser format, such as .GIF or .JPEG format. On the other hand, for text-type 

30 blocks, the block is subjected to optical character recognition analysis so as to obtain a file of computer readable char- 
acter codes such as ASCII character codes for subsequent use in HTML generation, and also to determine the number 
of text lines in each text block. 

Figure 8 is a view for explaining the output of block analysis in step S504. Particularly, as shown in Figure 8, for 
each block that affects document layout, data 160 is stored containing at least block number 161, coordinate data 162, 

35 attribute data 163 which is the same attribute data as attribute data 153 of Figure 7, hierarchical tree data 164 which is 
the same as hierarchical tree data 154 of Figure 7 with the exception that child node information may be omitted, and 
block analysis results 165. Block analysis results 165 may include, for example, an image file name in the case where 
attribute data 163 indicates that the block is non-text data, or may include optical character recognition results and 
number of text lines in each text block in the case where attribute data 163 indicates that the block is text-type data. 

40 Summarizing, block analysis according to step S504 results in identification of those blocks that affect document 
layout, and for each of those blocks, an image file or optical character recognition results. 

[Layout Analysis] 

45 Step S505 of Figure 5 comprises process steps by which the blocks identified in step S504 are analyzed so as to 
provide layout data for the document. These process steps are illustrated in Figure 9. Generally speaking, the process 
steps of Figure 9 test each possible combination of pairs of vertically arranged blocks or groupings of blocks to deter- 
mine whether the smallest rectangle which circumscribes the pair of blocks overlaps onto any other blocks, and if the 
combination does not overlap, the pair is combined into a single grouping. Likewise, each possible combination of pairs 

so of horizontally arranged blocks or groupings of blocks are tested to determine whether the combination overlaps onto 
any other blocks, and if there is no overlap the pair is combined into a horizontal grouping. Vertical combinations are 
tested first since most english language documents are arranged into vertical layouts; accordingly, in situations where 
it can be expected for documents to be arranged in horizontal layouts, such as in some Japanese language documents, 
horizontal groupings should be tested first. The process of testing vertical groupings and then horizontal groupings is 

55 repeated until there are no further groupings that can be made and the entire document has been combined into a sin- 
gle grouping, whereupon the layout data is complete. 

Figure 9 will now be explained in more detail, in connection with the illustrative example of Figure 10 which is based 
on the document of Figure 1. Thus, in step S901, a combination of two vertically arranged "groupings" is first tested. 
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Groupings are either individual blocks or blocks that have previously been combined into a single grouping. "Vertically- 
arranged" groupings are groupings that differ in location vertically; thus, groupings that do not differ in the vertical direc- 
tion, as measured based on coordinate data 1 62, are not tested in this step S901 . 

An illustrative example of a first such combination is shown in Figure 10A-1. As shown in Figure 10A-1, blocks 
5 BLK1 and BLK2 are vertically-arranged in the sense that they differ in vertical locations. A dotted line 171 represents a 
circumscribing rectangle that encloses these two blocks. It is this combination as represented by the circumscribing rec- 
tangle that is tested in step S902. For illustrative purposes, a small gap is shown between the rectangle and the 
enclosed blocks. However, it should be noted that the actual grouping border will generally coincide with the block bor- 
ders. 

10 Specifically, step S902 tests to determine whether the combination of vertically-arranged groupings overlaps onto 
any other grouping. A combination would overlap onto another grouping if, when making the combination, the combi- 
nation would include all or any part of any other block or grouping. If the combination does not overlap onto any other 
grouping, then flow branches to step S903 in which the groupings are combined vertically into a vertical grouping. On 
the other hand, if the combination does overlap onto any other grouping, then flow advances directly to step S904 which 

75 determines whether there are any more vertical combinations that need testing. If more vertical combinations need test- 
ing, then flow returns to step S901 until all vertically-arranged groupings are suitably tested. 

Thus, reverting to Figure 10A-1, since circumscribing rectangle 171 does not overlap onto any other groupings 
(step S902), blocks BLK1 and BLK2 are combined vertically into a single vertical grouping (step S903). This is illus- 
trated graphically in Figure 10B-1 which shows layout data depicting the combination of blocks BLK1 and BLK2 into a 

20 single vertical grouping. 

Referring now to Figure 10A-2, since more vertical combinations exist (step S904), those vertical combinations are 
tested. Thus, in Figure 10A-2, a circumscribing rectangle 172 represents the combination of the vertical grouping that 
is comprised of blocks BLK1 and BLK2 as well as vertically-arranged block BLK3. Since the combination does not over- 
lap onto any other grouping, the combination is combined vertically into a new grouping as illustrated in the layout data 

25 of Figure 10B-2. 

In Figure 10A-3, block BLK4 is not tested since, based on coordinate data 163, it is not a vertically-arranged group- 
ing. Rather, the next block that is tested is block BLK5 since it is a vertically-arranged grouping. The circumscribing rec- 
tangle for the combination is illustrated with dotted line 173. As can be appreciated, the combination includes block 
BLK4. Thus, the combination overlaps onto another grouping, and a vertical combination is not made. Thus, as illus- 

30 trated in Figure 10B-3, the layout remains the same. 

As can readily be appreciated, any other combination of the vertical grouping of blocks BLK1, BLK2 and BLK3, 
when combined with any other block of the document, will result in an overlap onto some other grouping. Accordingly, 
when each test is made in step S901 , step S902 will determine that the combination overlaps onto some other group- 
ing, and no further vertical combinations will be made with this grouping. 

35 Referring now to Figure 1 0A-4, combinations of vertical groupings with the next permissible block or grouping, here 
block BLK4, are now made. Circumscribing rectangle 174, which shows a combination of block BLK4 with block BLK5, 
clearly shows that an overlap exists with block BLK3. Thus, since the combination overlaps onto another grouping, a 
vertical combination is not made and the groupings remain as shown in the layout data of Figure 10B-4. Likewise, it can 
be understood that combinations with any other block with BLK4 will result in an overlap, and no further vertical combi- 

40 nations are made. 

Referring now to Figure 10A-5, combinations of vertically-arranged groupings with block BLK5 are tested. Dotted 
line 175 represents a circumscribing rectangle for the combination of blocks BLK5 and BLK6. Since no overlaps onto 
any other grouping exist, blocks BLK5 and BLK6 are combined vertically as illustrated in the layout data of Figure 10B- 

5. 

45 Likewise, in Figure 10A-6, the grouping of blocks BLK5 and BLK6 are then tested in combination with block BLK7, 

as illustrated by circumscribing rectangle 176. Since the combination does not overlap onto any other grouping, the 

groupings are combined vertically as illustrated in the layout data of Figure 10B-6. 

The process of testing vertical combinations of groupings continues until there are no more permissible vertical 

combinations that can be tested. In connection with this testing, it will be appreciated that the only further groupings that 
50 can be combined are blocks BLK12 and BLK13 and blocks BLK14 and BLK15. This situation is illustrated in Figures 

10A-7 and 10B-7. 

Since no further vertical combinations are available for testing, flow then advances to step S905, in which similar 
combinations and testing of combinations are made in the horizontal direction. Thus, step S905 tests combinations of 
two horizontally-arranged groupings, step S906 determines whether the combination overlaps onto any other group- 
55 ings, step S907 combines groupings horizontally in a case where step S906 determines that the combination does not 
overlap them to any other grouping, and step S908 determines whether there are any more horizontal combinations 
that need testing. 

Specifically, reverting to Figure 10A-8, the grouping of blocks BLK1, BLK2 and BLK3 is tested in combination with 
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horizontally-arranged block BLK4. As seen in Figure 10A-8, circumscribing rectangle 177 does not overlap onto any 
other groupings and the combination is therefore made. This is illustrated graphically in the layout data of Figure 10B-8. 

No other tests are made with respect to the new horizontal grouping of blocks BLK1 through BLK4 since, as will be 
appreciated, no other blocks or grouping of blocks is horizontally arranged. Likewise, no block or grouping of blocks is 
5 horizontally arranged with the vertical grouping of blocks BLK5 through BLK7, and no testing for these blocks is made. 

Accordingly, the next block tested for combinations of horizontally arranged grouping is block BLK8 and the first 
such combination is with block BLK9. Inasmuch as circumscribing rectangle 1 78 does not overlap onto any other block, 
the horizontal combination is made as illustrated in the layout data of Figure 10B-9. 

The new grouping of blocks BLK8 and BLK9 is not tested with block BLK1 0 because block BLK1 0 is not horizontally 
w arranged. Block BLK1 1 is horizontally arranged, but as shown in Figure 10A-10, horizontal combination of the two over- 
laps onto BLK10 and accordingly no combination is made. Accordingly, the groupings remain as shown in the layout 
data of Figure 10B-10. 

All other combinations of horizontally-arranged groupings also overlap onto other blocks and/or groupings. Accord- 
ingly, when formed in step S905 and when tested in step S906, no further horizontal combinations are made. 
15 Flow then advances to step S909 to determine whether all blocks in the image have been incorporated into a single 
overall group. So long as blocks remain not grouped into one overall grouping, the process steps of S901 through S908 
are iterated until all blocks are contained within one grouping. 

Thus, as illustrated with respect to Figure 10A-1 1 , the horizontal grouping containing blocks BLK1 through BLK4 is 
tested in combination with the vertical grouping containing the blocks BLK4 through BLK6, as illustrated by circumscrib- 
20 ing rectangle 179. Since no blocks overlap, a combination is made vertically as illustrated in the layout data of Figure 
10B-11. 

Likewise, in Figure 10A-12, the horizontal grouping containing blocks BLK8 and BLK9 is tested with respect to 
block BLK10, as illustrated by circumscribing rectangle 180. Since no blocks are overlapped, a vertical grouping is 
made as illustrated in the layout data of Figure 10B-12. 

25 In this iteration of steps S901 through S904, no further vertical combinations are overlap-free. Accordingly, no fur- 
ther vertical combinations are made. 

Figure 10A-13 illustrates that, with respect to this iteration of horizontal steps S905 through S908, one further hor- 
izontal grouping can be made as illustrated at circumscribing rectangle 181. Accordingly, the groupings are as shown 
at Figure 10A-13 and in the layout data of Figure 10B-13. 

30 Further vertical and horizontal iterations are made of steps S901 through S908, resulting in a final situation that is 
shown at Figures 10A-14 and 10B-14. It will be appreciated that the document has been arranged into one overall 
grouping, in this case a vertical grouping, which encompasses the entire document. Layout analysis thereupon con- 
cludes with storage of the layout data, together with storage of coordinates that identify circumscribing rectangles for 
each and every block or grouping of blocks and preferably also storage of width and height of each block. The layout 

35 data that is stored for the document of Figure 1 is reproduced below as an illustrative example: 
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VRT: (1, t, r, b, w, h) = (48, 72, 2241, 3167, 2200, 3096) 
VRT: (1, t, r, b, w, h) - (48, 72, 2247, 763, 2200, 692) 
HOZ: (1, t, r, b, w, h) . « (52, 72, 2247, 423, 2196, 352) 
s VRT: (1, t, r, b, w, h) = (52, 72, 1311, 415, 1260, 344) 

BLK1: (1, t, r, b, w, h) = (52, 72, 1311, 187, 1260, 116) 
BUC2: (1, t, r, b, w, h) = (56, 192, 827, 295, 772, 104) 
BLK3: (1, t, r, b, w, h) « (52, 316, 679, 415, 628, 100) 
BLK4 : (1, t, r, b, w, h) = (1520, 380, 2247, 423, 728, 44) 
VRT: (1, t, r, b, w, h) = (48, 524, 2247, 763, 2200, 240) 
10 BLK5: (1, t, r, b, w, h) = (52, 524, 2247, 587, 2196, 64) 

BLK6 t (1, t, r, b, w, h) « (48, 612, 2247, 675, 2200, 64) 
BUC7: (1, t, r, b, w, h) = (52, 696, 2091, 763, 2040, 68) 
HOZ : (1, t, r, b, w, h) * (48, 896, 2247, 3167, 2200, 2272) 
VRT: (1, t, r, b, w, h) = (48, 896, 1487, 3159, 1440, 2264) 
HOZ: (1, t, r, b, w, h) « (48, 896, 1487, 1819, 1440, 924) 
15 VRT: (1, t, r, b, w, h) = (48, 896, 727, 1815, 680, 920) 

HOZ: (1, t, r, b, w, h) = (56, 896, 551, 1059, 496, 164) 
BLK8: (1, t, r, b, w, h) * (56, 908, 131, 1035, 76, 128) 
BLK9: (1, t, r, b, w, h) « (144, 896, 551, 1059, 408, 164) 
BLK10: (1, t, r, b, w, h) « (48, 1084, 727, 1815, 680, 732) 
BLK11: (1, t, r, b, w, h) = (812, 900, 1487, 1819, 676, 920) 
20 VRT: (1, t, r, b, w, h) « (48, 1888, 1487, 3159, 1440, 1272) 

BLK12: (1, t, r, b, w, h) « (48, 1888, 1487, 2919, 1440, 1032) 
BLK13: (1, t, r, b, w, h) « (48, 2940, 1427, 3159, 1380, 220) 
VRT: (1, t, r, b, w, h) = (1568, 904, 2247, 3167, 680, 2264) 

BLK14: (1, t, r, b, w, h) « (1572, 904, 2247, 2499, 676, 1596) 
BLK15 : (1, t, r, b, w, h) = (1568, 2524, 2247, 3167, 680, 644) 



wherein "I", T, "r" and "b" refer to left, top, right and bottom block coordinates, and wherein "w" and "h" refer to the width 
and height of the corresponding block. 

30 Also in this step the block order is determined according to the order of the blocks in the layout data when read from 
top to bottom. Thus, in the present example the block order is: BLK1, BLK2, BLK3, BLK4, BLK5, BLK6, BLK7, BLK8, 
BLK9, BLK10, BLK11, BLK12, BLK13, BLK14, BLK15. 

[Determining Block Type] 

35 

Step S506 shown in Figure 5 will now be discussed in more detail with reference to Figure 1 1 . Generally according 
to Figure 1 1 A, a type is determined for each block by successively performing a series of tests and either designating 
the block type when a test is first passed (the designation depending upon which test was passed) or designating the 
default block type in the event that none of the tests is passed. 

40 More particularly, in step S1 101 it is determined whether the current block is the first block encountered. It is also 
determined whether the current block is included, somewhere up the tree structure, in a horizontal grouping, and if so, 
whether it is the first block under its highest-level horizontal grouping. If either of the foregoing are answered affirma- 
tively, then in step S1 102 the block is designated "single column". If not, processing proceeds to step S1 104. 

In step S1 104, a four-part test is applied. First, it is determined whether the previous block is a non-text image. Sec- 

45 ond, a determination is made whether the previous block's left edge is to the left of the current block's left edge. For pur- 
poses of describing these tests, the "current" block refers to the block for which a type presently is being determined, 
and the "previous" block refers to the block immediately preceding the current block in the ordered list identified in step 
S505. 

The third part of the step S1 104 test is to determine whether the right edge of the current block is close to the left 
so edge of the next block. In the preferred embodiment, the answer to this part is yes only if the distance between the two 
is less than 0.01 times the width of the entire image (i.e., including all blocks). Fourth, it is determined whether the sum 
of the width of the current block and the next block is less than a fixed threshold. In the preferred embodiment, the 
threshold is equal to 0.6 times the width of the entire image. If each of the foregoing tests is answered affirmatively, then 
in step S1 105 the block is designated as "combined column". If not, processing proceeds to step S1 106. 
55 In step S1 1 06, a three-part test is performed. In the first part, it is determined whether the previous block's left edge 

is left of the current block's left edge. The second part determines whether the previous block is horizontally separated 
from the current block, that is, whether there is a non-zero horizontal distance between the right edge of the previous 
block and the left edge of the current block. The third part determines whether the current block is at least a second 
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child of a horizontal grouping. This last part determines whether the current block is part of a horizontal grouping and 
is listed at least second in the hierarchical chart behind an element with which it is horizontally grouped, for example, 
(or is the first block in a grouping that is at least the second child of the horizontal grouping). If the foregoing tests are 
each answered affirmatively, then in step S1107 block is designated as multiple column. Otherwise, processing pro- 
5 ceeds to step S1 109. 

In step S1 109, a three-part test is applied. First, it is determined whether the previous block's top edge is vertically 
higher than the current block's top edge, that is, whether the y-coordinate of the top edge of the previous block is greater 
than the y-coordinate of the top edge of the current block Second, it is determined whether the current block and the 
next block are vertically separated, that is, whether there is a non-zero vertical distance between the bottom of the pre- 
io vious block and the top of the current block. Third, it is determined whether the current block is included, somewhere 
up the tree structure, in a horizontal grouping, or whether the current block is vertically grouped with the previous block. 
If all parts of the foregoing test are answered affirmatively, then in step S1 1 10 the block is designated as "joint column". 
Otherwise, in step S1 1 1 the block is designated as "single column". 

The application of the processing steps shown in Figure 11 to the present example will now be discussed. Specif- 
15 ically, BLK1 is the first block, and therefore in steps S1101 and S1 102 is designated as single column. 

BLK2 is not the first block, nor is it the first block under its highest-level horizontal grouping, so the test specified in 
step S1 101 fails, and the test specified is step S1 104 is applied. In this case, the first part fails because BLK1 is not a 
non-text image. The test set forth at step S1 1 06 is applied next. Here, the first part of the test also fails because the left 
edge of the previous block is not to the left of the current block's left edge. Accordingly, the test described in step S1 109 
20 is applied next. Here, BLK1 's top edge is higher than BLK2's edge, vertical separation exists between the bottom edge 
of BLK1 and the top edge of BLK2, and BLK2 is vertically grouped with BLK1 . Accordingly, the test in S1 109 is satisfied 
and BLK2 is designated as joint column. 

The analysis of BLK3 is identical to that of BLK2 and accordingly BLK3 will be designated as joint column also. 
BLK4 is not the first block, nor is it the first block under its highest-level horizontal grouping, and BLK3 is not a non- 
25 text image. Accordingly, the tests in steps S1 101 and S1 104 fail, and the test in step S1 106 is applied. Here, BLK3's left 
edge is left of BLK4's left edge, horizontal separation exists between the right edge of BLK3 and the left edge of BLK4, 
and by reference to the layout data set forth above, it can be seen that BLK4 is the second child of a horizontal grouping. 
Specifically, BLK4 is horizontally grouped with the vertical group consisting of blocks 1, 2 and 3. Moreover, BLK4 is 
shown in the layout data as being below that vertical grouping. Accordingly, the test in step S1 006 is satisfied, and BLK4 
30 is designated as multiple column. 

BLK5 is not the first block, nor is it the first block under its highest-level horizontal grouping, and BLK4 is not a non- 
text image. Therefore, processing proceeds to step S1 106. The left edge of BLK4 is not left of the left edge of BLK5. 
Accordingly, this test fails. With respect to the test at step S1 109, the top edge of BLK4 is higher than the top edge of 
BLK5 and vertical separation exists between the two blocks. However, BLK5 is not under a horizontal grouping and is 
35 not vertically grouped with BLK4. Therefore, this test fails as well. Accordingly, BLK5 is designated as single column. 

The analysis of blocks 6 and 7 is the same as that of BLK2, and accordingly, each such block is designated as joint 
column. 

BLK8 is not the first block, but it is the first block of its highest-level horizontal grouping. Therefore, BLK8 is desig- 
nated as single column. 

40 BLK9 is not the first block, nor is it the first block under its first horizontal grouping. However, in step S1 104, the 
previous block is a non-text image, the previous block's left edge is left of the current block's left edge, the two blocks 
are horizontally close, and the sum of the widths of the two blocks is less than 0.60 times the width of the entire image. 
Accordingly, BLK9 is designated combined column. 

Similarly, BLK10, BLK12, BLK13 and BLK15 are designated as joint column, since the test in step S1 109 is satis- 
45 fied. BLK1 1 and BLK14 are designated as multiple column, since the test in step S1 106 is satisfied. 
Thus, each of the blocks is designated as set forth below: 

BLK1 : (SINGLE_COL) 

BLK2: (JOINT_COL) 
50 BLK3: (JOINT_COL) 

BLK4: (MULTIPLE_COL) 

BLK5: (SINGLE_COL) 

BLK6: (JOINTCOL) 

BLK7: (JOINT_COL) 
55 BLK8: (SINGLE_COL) 

BLK9: (COMBINED_COL) 

BLK10:(JOINT_COL) 

BLK1 1 : (MULTIPLE_COL) 
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BLK12: (JOINT_COL) 

BLK13: (JOINT_COL) 
BLK14: (MULTIPLE_COL) 
BLK15: (JOINT_COL) 

5 

An illustration of these classifications is shown in Figure 12. 
[Determining Column Span and Row Span] 

10 Step S507 will now be discussed in detail. Blocks having column span and row span are located by finding a nested 
horizontal-vertical-horizontal (parent-child-grandchild) structure that does not include any great-grandchild having been 
designated combined column in the layout analysis generated in step S505. To facilitate the following discussion, each 
element in the layout analysis will be referenced in relation to the higher level horizontal grouping in the nested horizon- 
tal-vertical-horizontal (parent-child-grandchild) genetic hierarchical structure, using tree structure terminology. 

15 Once a nested horizontal -vertical-horizontal hierarchical structure without a combined column great-grandchild is 
located, the determination of row span and column span proceeds as follows. The column span number is determined 
to be the number of children of the horizontal grandchild. The block to which the column span number is assigned is 
selected to be the first non-horizontal grandchild that has a horizontal sibling, or the first great-grandchild whose parent 
has a horizontal sibling. The row span number is determined to be the number of horizontal grandchildren plus one. The 

20 block to which the row span number is assigned is selected to be the first non-vertical child, or the first grandchild that 
does not have a horizontal sibling. If a grouping is selected to be assigned the column span number or the row span 
number, the assignment passes to the first block in that grouping. 

The above process is best illustrated by way of example. The structural portion of the layout analysis for the docu- 
ment shown in Figure 1 is reproduced below, with groupings and blocks numbered (beginning with number 101) for 

25 ease of reference. 
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101 


VRT 


102 


VRT 


103 


HOZ 


104 


VRT 


105 


BLK1 


106 


BLK2 


107 


BLK3 


108 


BLK4 


109 


VRT 


110 


BLKS 


111 


BLK6 


112 


BLK7 


113 


HOZ 


114 


VRT 


115 


HOZ 


116 


VRT 


117 


HOZ 


118 


BLK8 


119 


BLK9 


120 


BLK10 


121 


BLK11 


122 


VRT 


123 


BLK12 


124 


BLK13 


125 


VRT 


126 


BLK14 


127 


BLK15 



Since horizontal -vertical- horizontal (parent-child-grandchild) structure numbers 115-117 has a great-grandchild 
55 with a combined column designation (BLK9), the only horizontal -vertical -horizontal structure without a combined col- 
umn great-grandchild in the layout analysis consists of numbers 1 13-1 15. The horizontal grandchild is numbered 1 15, 
and its only children are 116 and 121. Therefore, the column span number is two. The grandchildren of horizontal 
grouping 113 are horizontal grouping 115 and vertical grouping 122. Because BLK12 (123) is the first great-grandchild 
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whose parent (122) has a horizontal sibling (115), BLK12 is assigned the column span number. 

With respect to row span, there is only one horizontal grandchild, grouping 1 15. Therefore, the row span number is 
equal to two. Because BLK14 (1 26) is the first grandchild that does not have a horizontal sibling, BLK1 4 is assigned the 
row span number. 

5 Consequently, BLK12 is assigned a column span number of 2 and BLK14 is assigned a row span number of 2. 

[Block Reordering] 

Step S509 will now be discussed with reference to Figure 1 1 B. As shown in Figure 1 1 B, two general situations 
10 might occur in which the block order obtained in step S505 will have to be rearranged to accommodate the way HTML 
processes table data (i.e., down row by row, in sequence). In each, a row span block is to the right of and horizontally 
adjacent to a column span block. 

Referring to Figure 1 1 B, the first case exists when blocks are arranged such as blocks 141-144, with the top edge 
of row span block 1 44 above the top edge of column span block 1 43, and step S505 having ordered the group of blocks 
15 sequentially as: 141 , 142, 143 and 144. In this case, the order of blocks 143 and 144 are switched, resulting in a final 
order of: 141, 142, 144 and 143. 

Similarly, the second case exists when blocks are arranged such as blocks 146-149, with the top edge of row span 
block 149 above the top edges of blocks 147 and 148, and step S505 having ordered the group of blocks sequentially 
as: 146, 147, 148 and 149. In this case, the order of block 149 is moved up in position to be placed before block 147, 
20 resulting in a final order of: 146, 149, 147 and 148. 

The foregoing are merely illustrative of the two generic cases. It should be noted that the number of blocks might 
vary and the blocks shown might be representative of more than one block. The key elements of this reordering step 
are: (1) the existence of a row span block to the right of and horizontally adjacent to a column span block, and (2) 
whether the column span block is on the first or second row that the row span block spans. Moreover, although the fore- 
25 going describes the two cases where the row span is two rows, the concept can be easily extended to row spans of 
more than two. 

Applying the foregoing to the present example concerning the document shown in Figure 1 , a row break occurs 
between BLK10 and BLK12 and then another after BLK12. Accordingly, this presents an example of the first case 
described above, with BLK10 being the equivalent of block 141, BLK1 1 being the equivalent of block 142, BLK12 (the 
30 column span block) and BLK13 together being the equivalent of block 1 43, and BLK1 4 (the row span block) and BLK1 5 
together being the equivalent of block 144. Accordingly, BLK14 and BLK15 are moved up in order before BLK12 and 
BLK13. The final order is thus: BLK1, BLK2, BLK3, BLK4, BLK5, BLK6, BLK7, BLK8, BLK9, BLK10, BLK11, BLK14, 
BLK15, BLK12, BLK13. 

35 [HTML Formatting] 

Step S510, shown in Figure 5, will now be discussed in detail with reference to Figures 13A through 13D. Generally 
according to Figure 13, first an HTML header is inserted. Then for each block, processing is performed in accordance 
with the block type determined in step S506, a different set of processing steps being assigned to each block type. 
40 Finally, after all blocks have been processed, end-of-f ile codes are inserted. 

More particularly, in step S1301 the following HTML header codes are inserted: 
" (HTM L > <H E AD > (TITLE )title (/TITLE ) (/HEAD X BODY X BODY GCOLOR="#FFFFFF"> (CENTER)", where "title" is the 
title of the file. 

In step S1302, the first block is selected. 
45 In step S1304, it is determined whether the block type for the current block is single column. If it is, then single col- 
umn processing is performed in step S1305 in accordance with steps shown in Figure 13B, and then processing pro- 
ceeds to step S1313. If not, processing proceeds to step S1306. 

In step S1306, it is determined whether the block type is multiple column. If it is, then multiple column processing 
is performed in step S1307 in accordance with the steps shown in Figure 13C, and then processing proceeds to step 
so S1 3 1 3. If not, processing proceeds to step S1 309. 

In step S1309, it is determined whether the block type is joint column. If it is, then joint column processing is per- 
formed in step S1310 in accordance with the steps shown in Figure 13D, and then processing proceeds to step S1313. 
If not, then the block type must be combined column. Because no additional codes are inserted for combined column, 
processing simply proceeds immediately to step S1313. 
55 In step S1 31 3 the block is inserted into the HTML file. Typically, either the contents of the block are inserted into the 
HTMLf ile (for text blocks) or a reference to file containing the relevant data (for graphics and bitmap images) is inserted. 

In step S131 1 , it is determined whether the current block is the last block If it is not, the next block is selected in 
step S1312 and processing proceeds to step S1304. If the current block is the last block, then in step S1 314 the follow- 
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ing end-of-file HTML codes are inserted: " (/TAB LEX/C ENTER) (/BODY) (/HTML)". 

Single column processing of step S1 305 will now be discussed in more detail with reference to Figure 1 3B. Specif- 
ically, in step S1 3 1 5 it is determined whether the file is currently in a table. If it is, then in step S1 31 6 the end HTML table 
code (" (/TABLE )") is inserted, and processing proceeds to step S1 317. Otherwise, processing proceeds to step S1 31 7 
s without inserting that code. 

In step S1317, the following table definition code is inserted into the file: "(TABLE BORDER=0 CELLSPACING=0 
CELLPADDING=7 WIDTH=w>", where BORDER, CELLSPACING, CELLPADDING, and WIDTH are attributes of the 
(TABLE ) tag, and where w is equal to the width of the entire image times 72 and divided by the number of dots per inch 
in the image. 

10 In step S1 319, it is determined whether row span for the block (which was determined in step S507) is greater than 
one. If it is, the following code is inserted into the HTML file: "(TRKTD VALIGN=TOP ROWSPAN=n>", where n is the 
row span number determined in step S507. 

Otherwise, it is determined in step S1321 whether column span is greater than one. If it is, then in step S1322 the fol- 
lowing HTML code is inserted into the HTML file: "(TR )(TD VALIGN=TOP COLSPAN=m )", where m is the column span 
15 number determined in step S507. Otherwise, in step S1324 the following code is inserted into the HTML file: "(TR)(TD 
VALIGN=TOP >". 

Multiple column processing of step S1307 will now be discussed in more detail with reference to Figure 13C. Spe- 
cifically, in step S1325 it is determined whether row span is greater than one. If it is, then the following HTML code is 
inserted: "(TD VALIGN=TOP ROWSPAN=n)". Otherwise, in step S1327 it is determined whether column span for the 

20 current block is greater than one. If it is, then in step S1 329 the following HTML code is inserted into the HTML file: " (TD 
VALlGN=TOP COLSPAN=m)". Otherwise, in step S1330 the following HTML code is inserted: "(TD VALIGN=TOP )". 

Joint column processing of step S1310 will now be discussed in detail with reference to Figure 13D. Specifically, in 
step S1 33 1 it is determined whether the row span of the current block is greater than one. If it is, then in step S1 332 the 
following HTML code is inserted: "(TR)(TD VALIGN=TOP ROWSPAN=n)". Otherwise, it is determined in step S1334 

25 whether the column span for the current block is greater than one. If it is, then in step S1335 the following HTML code 
is inserted: "(TR)(TD VALIGN=TOP COLSPAN=m)". Otherwise, in step S1336 it is determined whether the number of 
lines in the block (which was determined in step S504 is one. If it is, then in step S1337 the following HTML code is 
inserted: "(BR)". Otherwise, in step S1339 the following HTML code is inserted: "<P>". 

Step S510 is now applied to the present example. First, the HTML header is inserted as shown in step S1301 . Next, 

30 each of blocks 1 through 1 5 is consecutively processed to construct the body of the HTML file. 

Specifically, BLK1 is single column with no row span or column span. Accordingly, the HTML code is specified in 
steps S131 7 and S1324. Immediately after the insertion of that code, BLK1 (or a reference thereto) is inserted into the 
HTML file. BLK2 is joint column with no column span or row span and containing one line of text. Accordingly, the (BR ) 
code is inserted and immediately followed by BLK2. BLK3 has the same classification as BLK2 and thus is preceded 

35 by the same HTML code. BLK4 is multiple column with no row span or column span. Accordingly, the HTML code is 
specified by step 

S1330. Proceeding in this manner, combined column BLK9 is eventually reached. Accordingly, no HTML code pre- 
cedes BLK9. Proceeding even further, BLK14, which is multiple column with a row span of 2, is reached. Accordingly, 
the HTML code is specified by step S1326. Similarly, BLK12 is joint column with a column span of 2. Accordingly, the 

40 HTML code is specified by step S1 335. 

When all blocks have been processed, the end of file codes specified in step S1314 are inserted, and the HTML 
file is complete. The resulting code is set forth below: 
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15 



20 



25 



<HTML> 
<HEAD> 

<TITLE>Earthl</TITLE> 
</HEAD> 

<BODY BGCOLOR « -#FFFFFF"> 
^ CENTERS 

<TABLE BORDER = 0 CELLSPACING 
<TRXTD V ALIGN « TOP> BLK1 

<BR> BLK2 



0 CELLP ADD I NG = 7 WIDTH « 738> 



<TD VALIGN 
</ TABLE > 
< TABLE BORDER « 
<TRXTD VALIGN 



<BR> BLK3 
TOP> BLK4 

0 CELLSPACING « 0 CELLP ADD I NG ° 7 WIDTH ° 738> 



<BR> BLK6 
<BR> BLK7 



</TABLE> 
<TABLE BORDER 
<TRXTD VALIGN 



<TD VALIGN 
<TD VALIGN 



0 CELLSPACING 
TOP> BLK8 
BLK9 
<P> BLK10 
TOP> BLK11 
■■ TOP ROWSPAN 
<P> BLK15 
<TRXTD VALIGN = TOP COLS PAN 

<P> BLK13 

</TABLE> 
</CENTER> 
</BODY> 
</HTML> 



0 CELLP ADDING = 7 WIDTH = 738> 



2> BLK14 
2> BLK12 



30 

Figure 14 illustrates the appearance of a Web page generated in accordance with the above HTML code. As can 
be seen from Figure 14, title 201 is properly placed in the upper-left corner, and article type 202 is placed very close to 
the upper-right corner. Columns 204, 205 and 206 have been retained and appear very similar to the layout of the orig- 
inal document. Also, footer 209 is in the lower-right corner and picture 207 is in the lower-left corner underneath col- 
35 umns 204 and 205 and to the left of column 206. 

Thus, the HTML file generated can be used to generate a page which closely follows the layout presented in the 

original document. 

The invention has been described with respect to particular illustrative embodiments. It is to be understood that the 
invention is not limited to the above described embodiments and modifications thereto, and that various changes and 
40 modifications may be made by those of ordinary skill in the art without departing from the spirit and scope of the 
appended claims. 

Claims 

45 1 . A method for generating an HTML file based on a bitmap image, comprising: 

obtaining two horizontally adjacent image blocks in separate vertical columns of the bitmap image; and 
generating an HTML file in which the blocks are tagged as data elements in a row of an HTML tagged table. 

so 2. A method according to Claim 1 , wherein an HTML code is assigned to each block in accordance with a position of 
the block relative to other elements within the bitmap image. 

3. A method for generating an HTML file based on a bitmap image, comprising: 

55 a segmenting step of segmenting the bitmap image to obtain image blocks; 

a determining step of determining where in the bitmap image each of the blocks is located; 

an identifying step of identifying positional relationships between the blocks based on their relative locations; 

and 
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a generating step of generating an HTML file in which the blocks are tagged as being data elements in an 
HTML tagged table, the tags being determined in accordance with the identified positional relationships. 

4. A method according to Claim 3, wherein the identifying step includes forming vertical and horizontal groupings of 
5 the blocks. 

5. A method according to claim 3, wherein the identifying step includes forming a hierarchical structure. 

6. A method according to Claim 5, wherein the step of forming the hierarchical structure includes forming horizontal 
10 and vertical groupings of elements, the elements consisting of previously formed groupings and ungrouped blocks. 

7. A method according to Claim 6, wherein horizontal and vertical groupings are formed by testing two elements at a 
time, a new grouping being formed when a rectangle can be formed which encloses the two tested elements and 
no other elements. 

15 

8. A method according to Claim 7, wherein the step of forming vertical and horizontal groupings includes alternating 
between forming all possible vertical groupings and forming all possible horizontal groupings. 

9. A method according to Claim 7, wherein two identified elements are tested for vertical grouping only if the two iden- 
20 tified elements are not horizontally adjacent to each other. 

10. A method according to Claim 7, wherein two identified elements are tested for horizontal grouping only if the two 
identified elements are not vertically adjacent to each other. 

25 1 1. A method according to Claim 6, wherein the identifying step includes ordering the blocks based on a sequence in 
which the vertical and horizontal groupings are formed. 

12. A method according to Claim 3, wherein the identifying step includes a step of ordering the blocks based on the 
identified positional relationships. 



30 



13. A method for generating an HTML file based on bitmap image data, comprising the steps of: 



segmenting the bitmap image into blocks; 

analyzing layout relationships between the blocks based on the relative locations of the blocks in the bitmap 
35 image; 

a block-type determination step of determining block type of each block based on the layout relationships 
obtained in said analyzing step; 

a span determination step of determining column span and row span information for each block that spans 
more than one column and/or row; and 
40 generating an HTML file based on the block type obtained in said block-type determination step and based on 

the column span and row span information obtained in said span determination step. 

14. A method according to Claim 13, wherein said analyzing step includes iterative steps of combining blocks into ver- 
tical and horizontal groupings. 

45 

15. A method according to Claim 13, wherein said block-type determination step includes the step of assigning to each 
block a type selected from the group consisting of: a single block, a combined block, a joint block, and a multiple 
block. 

50 16. A method according to Claim 15, wherein said step of assigning is based on proximity of each block to adjacent 
blocks and also based on layout information obtained is said analyzing step. 

17. A method according to Claim 13, wherein analyzing step groups blocks into vertical and horizontal groupings, and 
wherein said span determination step includes the step of determining column span and row span by counting the 

55 number of blocks within vertical groupings and the number of blocks within horizontal groupings. 

18. A method of generating layout data from block data comprised by horizontally and vertically arranged blocks, the 
method comprising: 
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a vertical determination step of determining whether a combination of vertically-arranged blocks overlaps onto 
any other of the horizontally and vertically arranged blocks; 

a vertical combination step of combining the combination of vertically-arranged blocks in a case where said 
vertical determination step determines that there is no overlap; 
5 a horizontal determination step of determining whether a combination of horizontally-arranged blocks overlaps 

onto any other of the horizontally and vertically arranged blocks; 

a horizontal combination step of combining the combination of horizontally-arranged blocks in a case where 
said horizontal determination step determines that no overlap exists; and 

a generation step of generating layout data based on the combinations made in said vertical combination step 
io and said horizontal combination step. 

19. A method according to Claim 18, wherein said vertical determination step is performed for all permissible combi- 
nations of vertically-arranged blocks before any determinations are made in said horizontal determination step. 

15 20. A method according to Claim 1 9, wherein said block data includes coordinate data for each block, and wherein per- 
missibility of combination is determined based on a comparison of coordinate data for respective blocks. 

21. A method according to Claim 19, further comprising the step of repeating said vertical determination step after all 
permissible combinations of horizontally-arranged blocks are tested in said horizontal determination step. 

20 

22. A method according to Claim 21 , wherein said block data includes coordinate data for each block, and wherein per- 
missibility of combination is determined based on a comparison of coordinate data for respective blocks. 

23. An apparatus for generating an HTML file based on a bitmap image, comprising: 

25 

obtaining means which obtains two horizontally adjacent image blocks in separate vertical columns of the bit- 
map image; 

a memory which stores process steps that are executable by a processor; and 

a processor which executes the process steps stored in the memory to generate an HTML file in which the 
30 blocks obtained by the obtaining means are tagged as data elements in a row of an HTML tagged table. 

24. An apparatus according to Claim 23, wherein the processor assigns an HTML code to each block in accordance 
with a position of the block relative to other elements within the bitmap image. 

35 25. An apparatus for generating an HTML file based on a bitmap image, comprising: 

obtaining means for obtaining the bitmap image; 

a memory which stores process steps that are executable by a processor; and 

a processor which executes the process steps stored in the memory (1) to segment the bitmap image to obtain 
40 image blocks, (2) to determine where in the bitmap image each of the blocks is located, (3) to identify positional 

relationships between the blocks based on their relative locations, and (4) to generate an HTML file in which 
the blocks are tagged as being data elements in an HTML tagged table, the tags being determined in accord- 
ance with the identified positional relationships. 

45 26. An apparatus according to Claim 25, wherein when the processor identifies positional relationships between the 
blocks, the processor forms vertical and horizontal groupings of the blocks. 

27. An apparatus according to claim 25, wherein when the processor identifies positional relationships between the 
blocks, the processor forms a hierarchical structure. 

50 

28. An apparatus according to Claim 27, wherein the processor forms the hierarchical structure by forming horizontal 
and vertical groupings of elements, the elements consisting of previously formed groupings and ungrouped blocks. 

29. An apparatus according to claim 28, wherein the processor forms the horizontal and vertical groupings by testing 
55 two elements at a time, a new grouping being formed when a rectangle can be formed which encloses the two 

tested elements and no other elements. 

30. An apparatus according to claim 29, wherein the processor forms the vertical and horizontal groupings by alternat- 
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ing between forming all possible vertical groupings and forming all possible horizontal groupings. 

31 . An apparatus according to Claim 28, wherein the processor tests two identified elements for vertical grouping only 
if the two identified elements are not horizontally adjacent to each other. 

5 

32. An apparatus according to Claim 28, wherein the processor tests two identified elements for horizontal grouping 
only if the two identified elements are not vertically adjacent to each other. 

33. An apparatus according to Claim 27, wherein the processor identifies the positional relationships between the 
10 blocks by ordering the blocks based on a sequence in which the vertical and horizontal groupings are formed. 

34. An apparatus according to Claim 25, wherein the processor identifies the positional relationships between the 
blocks by ordering the blocks based on the identified positional relationships. 

15 35. An apparatus for generating an HTML file based on bitmap image data, comprising: 

obtaining means for obtaining the bitmap image data; 

a memory for storing the bitmap image data and process steps executable by a processor; and 
a processor which executes the process steps stored in the memory (1) to segment the bitmap image into 
20 blocks, (2) to analyze layout relationships between the blocks based on the relative locations of the blocks in 

the bitmap image, (3) to determine a block type of each block based on the layout relationships obtained by the 
processor, (4) to determine column span and row span information for each block that spans more than one 
column and/or row, and (5) to generate an HTML file based on the block type determined by the processor and 
the column span and row span information determined by the processor. 

25 

36. An apparatus according to Claim 35, wherein the processor analyzes layout relationships between the blocks by 
combining the blocks into vertical and horizontal groupings. 

37. An apparatus according to Claim 35, wherein the processor determines a block type of each block by assigning to 
30 each block a type selected from the group consisting of: a single block, a combined block, a joint block, and a mul- 
tiple block. 

38. An apparatus according to Claim 37, wherein the processor assigns a block type to each block based on proximity 
of each block to adjacent blocks and also based on layout information obtained by the processor. 

35 

39. An apparatus according to Claim 35, wherein the layout relationship analysis step executed by the processor 
includes grouping the blocks into vertical and horizontal groupings, and wherein the processor determines column 
span and row span information for each block by counting the number of blocks within vertical groupings and the 
number of blocks within horizontal groupings. 

40 

40. An apparatus for generating layout data from block data comprised by horizontally and vertically arranged blocks, 
the apparatus comprising: 

an obtaining means for obtaining the block data; 

45 a memory for storing process steps executable by a processor; and 

a processor which executes the process steps stored in the processor (1) to determine whether a combination 
of vertically-arranged blocks overlaps onto any other of the horizontally and vertically arranged blocks, (2) to 
combine the combination of vertically-arranged blocks in a case where said vertical determination step deter- 
mines that there is no overlap, (3) to determine whether a combination of horizontally-arranged blocks overlaps 

so onto any other of the horizontally and vertically arranged blocks, (4) to combine the combination of horizontally- 

arranged blocks in a case where said horizontal determination step determines that no overlap exists, and (5) 
to generate layout data based on the combinations made in said vertical combination step and said horizontal 
combination step. 

55 41. An apparatus according to Claim 40, wherein the processor determine whether a combination of vertically- 
arranged blocks overlaps onto any other of the horizontally and vertically arranged blocks for all permissible com- 
binations of vertically-arranged blocks before any determinations are made by the processor regarding overlapping 
of horizontally-arranged blocks. 
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42. An apparatus according to Claim 41 , wherein said block data includes coordinate data for each block, and wherein 
permissibility of combination is determined based on a comparison of coordinate data for respective blocks. 

43. An apparatus according to Claim 41, wherein the processor determines whether a combination of vertically- 
5 arranged blocks overlaps onto any other of the horizontally and vertically arranged blocks after all permissible com- 
binations of horizontally-arranged blocks are tested. 

44. An apparatus according to Claim 43, wherein said block data includes coordinate data for each block, and wherein 
permissibility of combination is determined based on a comparison of coordinate data for respective blocks. 

10 

45. Computer-executable process steps stored on a computer-readable medium, the computer executable process 
steps to generate an HTML file based on a bitmap image, the process steps comprising: 

an obtaining step to obtain two horizontally adjacent image blocks in separate vertical columns of the bitmap 
15 image; and 

a generating step to generate an HTML file in which the blocks are tagged as data elements in a row of an 
HTML tagged table. 

46. Computer-executable process steps according to Claim 45, wherein an HTML code is assigned to each block in 
20 accordance with a position of the block relative to other elements within the bitmap image. 

47. Computer-executable process steps stored on a computer-readable medium, the computer executable process 
steps to generate an HTML file based on a bitmap image, the computer- executable process steps comprising: 

25 a segmenting step to segment the bitmap image to obtain image blocks; 

a determining step to determine where in the bitmap image each of the blocks is located; « 
an identifying step to identify positional relationships between the blocks based on their relative locations; and 
a generating step to generate an HTML file in which the blocks are tagged as being data elements in an HTML 
tagged table, the tags being determined in accordance with the identified positional relationships. 

30 

48. Computer-executable process steps according to Claim 47, wherein the identifying step includes forming vertical 
and horizontal groupings of the blocks. 

49. Computer-executable process steps according to claim 37, wherein the identifying step includes forming a hierar- 
35 chical structure. 

50. Computer-executable process steps according to Claim 49, wherein the step of forming the hierarchical structure 
includes forming horizontal and vertical groupings of elements, the elements consisting of previously formed group- 
ings and ungrouped blocks. 

40 

51. Computer-executable process steps according to Claim 50, wherein horizontal and vertical groupings are formed 
by testing two elements at a time, a new grouping being formed when a rectangle can be formed which encloses 
the two tested elements and no other elements. 

45 52. Computer-executable process steps according to Claim 51, wherein the step of forming vertical and horizontal 
groupings includes alternating between forming all possible vertical groupings and forming all possible horizontal 
groupings. 

53. Computer-executable process steps according to Claim 51 , wherein two identified elements are tested for vertical 
so grouping only if the two identified elements are not horizontally adjacent to each other. 

54. Computer-executable process steps according to Claim 51 , wherein two identified elements are tested for horizon- 
tal grouping only if the two identified elements are not vertically adjacent to each other. 

55 55. Computer-executable process steps according to Claim 50, wherein the identifying step includes ordering the 
blocks based on a sequence in which the vertical and horizontal groupings are formed. 

56. Computer-executable process steps according to Claim 47, wherein the identifying step includes a step to order the 
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blocks based on the identified positional relationships. 

57. Computer-executable process steps stored on a computer-readable medium, the computer executable process 
steps to generate an HTML file based on bitmap image data, the computer-executable process steps comprising: 

a segmenting step to segment the bitmap image into blocks; 

an analyzing step to analyze layout relationships between the blocks based on the relative locations of the 
blocks in the bitmap image; 

a block-type determination step to determine a block type of each block based on the layout relationships 
obtained in said analyzing step; 

a span determination step to determine column span and row span information for each block that spans more 
than one column and/or row; and 

a generating step to generate an HTML file based on the block type obtained in said block-type determination 
step and based on the column span and row span information obtained in said span determination step. 

58. Computer-executable process steps according to Claim 57, wherein said analyzing step includes iterative steps to 
combine blocks into vertical and horizontal groupings. 

59. Computer-executable process steps according to Claim 57, wherein said block-type determination step includes a 
step to assign to each block a type selected from the group consisting of: a single block, a combined block, a joint 
block, and a multiple block. 

60. Computer-executable process steps according to Claim 59, wherein said step of assigning is based on proximity of 
each block to adjacent blocks and also based on layout information obtained is said analyzing step. 

61. Computer-executable process steps according to Claim 57, wherein analyzing step groups blocks into vertical and 
horizontal groupings, and wherein said span determination step includes a step to determine column span and row 
span by counting the number of blocks within vertical groupings and the number of blocks within horizontal group- 
ings. 

62. Computer-executable process steps stored on a computer-readable medium, the computer executable process 
steps to generate layout data from block data comprised by horizontally and vertically arranged blocks, the compu- 
ter-executable process steps comprising: 

a vertical determination step to determine whether a combination of vertically-arranged blocks overlaps onto 
any other of the horizontally and vertically arranged blocks; 

a vertical combination step to combine the combination of vertically-arranged blocks in a case where said ver- 
tical determination step determines that there is no overlap; 

a horizontal determination step to determine whether a combination of horizontally-arranged blocks overlaps 
onto any other of the horizontally and vertically arranged blocks; 

a horizontal combination step to combine the combination of horizontally-arranged blocks in a case where said 
horizontal determination step determines that no overlap exists; and 

a generation step to generate layout data based on the combinations made in said vertical combination step 
and said horizontal combination step. 

63. Computer-executable process steps according to Claim 62, wherein said vertical determination step is performed 
for all permissible combinations of vertically-arranged blocks before any determinations are made in said horizontal 
determination step. 

64. Computer-executable process steps according to Claim 63, wherein said block data includes coordinate data for 
each block, and wherein permissibility of combination is determined based on a comparison of coordinate data for 
respective blocks. 

65. Computer-executable process steps according to Claim 63, further comprising a repeating step to repeat said ver- 
tical determination step after all permissible combinations of horizontally-arranged blocks are tested in said hori- 
zontal determination step. 

66. Computer-executable process steps according to Claim 65, wherein said block data includes coordinate data for 
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each block, and wherein permissibility of combination is determined based on a comparison of coordinate data for 
respective blocks. 

67. A method and apparatus having the features of any combination of the preceding claims. 
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Canon lis putting Its technolgical capabilities to work In satellite and telescope projects 
that will change the way we view our world. Hideo Yokota, general manager of the 
SO (space optics) project In Canon's optical products operations, tells the story. 




r 

atellite projects to 
reveal happenings 
at home 



Canon's first project building 
equipment for use on a satellite 
commenced in 1990. "The 
device we worked on,* Yokota 
explained, "is part of an earth 
observation satellite program 
currently in the development 
stages." The SO (space optics) 
project team handled lens 
development for this device, 
which was completed in late 
1995. The satellite itself will be 
launched in the late 1990s by 
America's National Aeronautics 
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and Space Administration 
(NASA). 

"The device using our lens 
monitors several bands in the 
thermal infrared region of the 
spectrum," Yokota continued, 
"making it useful for measuring 
thermal emission properties. 
This data will be used to study 
the warming of urban areas, the 
locations of mineral resources, 
the effects and extent of 
desertification, the movement 
patterns of marine life, and 
conditions in oceans and the 
atmosphere. The lens . we 
developed improves geometric 




A Shown here is an artist's rendition of optical communications between orbital 
satellites. (Illustrationsupplied by National Space Cevelopment Agency of 
Japan) 



resolution, or the density of the 
land area covered, to 90 meters, 
enabling more detailed 
observation than previous 
systems." 

The SO project team has also 
been involved in lens 
development for another satellite 
set to monitor conditions on 
planet earth. This observation 
satellite should be launched by 
the end of the century by the 
National Space Development 
Agency of Japan (NASDA). 

"This time," Yokota said, Vc 
are in charge of the lens system 
for a device similar to that 
developed in our first project. 
The difference is that this device 
will monitor spectral bands in 
the visablc and near infrared 
regions, the short wavelength 
infrared region, and the middle 
and thermal infrared regions. 
The result will be a clearer 
picture of what is happening on 
land as well as in the sea and air. 

Eyes in the night 

"For this lens, high 
performance and a large aperture 
were required, which is why we 
decided on an aspherical lens 
surface. Light coming into the 
mirror will be separated and 
sent, as appropriate, to one of 
several cameras. Through this 
project, it will be possible to 
observe vegetation and other 
environmental patterns." 

Canon Chronicle May - June 1 996 
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SPOTLIGHT ON TECHNOLOGY 



The universe from earth, 
and earth from 201 
the universe 

Canon is putting its tcchnolgical capabilities to work in satellite and telescope projects 
that will change the way we view our world. Hideo Yokota, general manager of the 
SO (space optics) project in Canon's optical products operations, tells the story. 



202 
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atellite projects to 
reveal happenings 
at home 



204 



Canon's first project building 
equipment for use on a satellite 
commenced in 1990. "The 
device we worked on," Yokoca 
explained, "is part of an earth 
observation satellite program 
currently in the development 
stages." The SO (space optics) 
project team handled lens 
development for this device, 
which was completed in late 
1995- The satellite itself will be 
launched in the late 1990s by 
America's National Aeronautics 



and Space Administration 
(NASA). 

"The device using our lens 
monitors several bands in the 
thermal infrared region of the 
spectrum," Yokota continued, 
"making it useful for measuring 
thermal emission properties. 
This data will be used to study 
the warming of urban areas, the 
locations of mineral resources, 
the effects and extent of 
desertification, the movement 
patterns of marine life, and" 
conditions in oceans and the 
atmosphere. The lens we 
developed improves geometric 

^205 




A Shown here is an artist's rendition of optical communications between orbital 
satellites. (Illustration supplied by National Space Cevelopment Agency of 
Japan) 207 
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resolution, or the density of the 
land area covered, to 90 meters, 
enabling more detailed 
observation than previous 
systems." 

The SO project team has also 
been involved in lens 
development for another satellite 
set to monitor conditions on 
planet earth. This observation 
satellite should be launched by 
the end of the century by the 
National Space Development 
Agency of Japan (NASDA). 
"This time," Yokota said, "we 
are in charge of the lens system 
for a device similar to that 
developed in our first project. 
The difference is that this device 
will monitor spectral bands in 
the visable and near infrared 
regions, the short wavelength 
infrared region, and the middle 
and thermal infrared regions. 
The result will be a clearer 
picture of what is happening on 
land as well as in the sea and air. 

Eyes in the night 
"For this lens, high 
performance and a large aperture 
were required, which is why we 
decided on an aspherical lens 
surface. Light coming into the 
mirror will be separated and 
sent, as appropriate, to one of 
several cameras. Through this 
project, it will be possible to 
observe vegetation and other 
environmental patterns." 
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